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Operation Manual
・ Read these instructions for the proper use of this machine.

・ After having read these instructions, keep them in a convenient 

  place so you or the operator can refer to them whenever necessary.

自動ネジ補給機

Automatic Screw Hopper

ONT1MA01

(T-510S ・ T-510J ・ T-510F)
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２．BEFORE USE
Please confirm the feeder type with which the part number of Nejikura, as the table below.
Check that the following accessories are supplied with Nejikura:

＊　Instruction Manual　1 copy　       ＊　AC Adapter　1 unit
＊　Additional screw stocker (with lid) 　1 unit　　  ＊　Stocker mounting screw(M2.6×5) 　4 piece
＊　Allen wrench　1 piece       ＊　Screwdriver　1 piece
＊　External signal output cable　1 piece

【Only for T-510F:】
       ＊ Stand 1 unit   ＊ Screws to fix the stand (M2.6×5)  3
 piece

      ※ The design, performance and specifications are subject to change without prior notice for the 
          sake of improvement.

１．OVERVIEW OF THIS MACHINE
By using this product in combination with our screw feeder, you can increase the capacity of stocking screws.
This hopper can automatically detects the remaining amount of screws in the feeder with a sensor 
and automatically replenishes the screws.

Input：AC１００V　５０/６０Hz

Output：DC12V　500mA

NJ-80,NJ-80F: 142（W）×191（D）×188（H）　（mm）
SR-80: 142（W）×191（D）×189～198（H）　（mm）

Approx. ２．９Kg

【Below, only for NJ-80F】

Screws to fix the stand (M2.6×5mm)　3 pieces

　　　

Ｍ２．０～Ｍ６．０

Approx. ８００cc

M2.3×5 / About 20,000 screws
M3.0×6 / About 5,600 screws

NSB/NSR/NSBI/NSRI　Series

NJ/NJR　Series

FM-36/FME-36　Series

² ² ² ²

² ²

² ²

（linear type）
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３．OPERATING PRECAUTIONS
This manual contains safety alert symbols and signal words to help prevent injuries 
to the user or damage to property.
◎ Indications

This indicates there is a chance of death, serious injury or fire if the instructions 
are not followed.

This indicates there is a chance of personal injury or damage to property
if the instructions are not followed.

◎ Symbols indicating type of danger and preventative measures

This indicates to stop operations.

Unplug power supply from wall outlet.

General caution.

Prohibited operation. Never do this!

Do not disassemble, modify or repair.

Do not touch with wet hands.

WARNING

CAUTION

Attach the ground wire by loosening the screw near the mark        of the equipment.

the side of the main body
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Do not disassemble the AC adapter as there is a risk of electric shock, fire or malfunction.

Do not damage, alter or change the power cord. Do not place heavy objects on the cord. Do not pull hard on the 
cord or twist the cord as it could be damaged, thereby causing a risk of fire or electric shock.

Do not handle the AC adapter with wet hands as it could cause an electric shock.

When using an outlet with AC100 ～ 240V, don't overload the electrical circuit. 
Do not modify or remodel this machine as this may cause a fire or electric shock.

Do not operate this machine near flammable liquids, gasses or materials as there could be a risk of fire or explosion.

Stop operating the machine and unplug the AC adapter from the wall outlet when you detect overheating, 
smoke, a pungent odor or any other unusual condition, as there may be a risk of fire or electric shock. Contact 
the dealer, from which you purchased the machine and have it examined and repaired.

In the case of a thunderstorm, stop operating the machine, turn off the power and unplug the AC adapter from 
the wall outlet. If there is lightning and thunder nearby, move away from the machine and do not touch it or 
the AC adapter. After the thunder stops, and when it is safe to do do so, check the machine. If there is any 
abnormality, contact your dealer.

WARNING

When performing maintenance, changing parts or when you sense an abnormality in the machine, turn the 
power off and pull the AC adapter from the wall outlet.
In addition, there are parts that become hot in the circuit board. When performing maintenance around the 
circuit board, turn off the power for at least 5 minutes before performing work. There is a risk of burns.

Never touch the rotating belt while the power is on.
Never reach into the inlet and outlet. It may lead to injury or serious accident.
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Do not use any screw that is out of the specified range nor any screw that is oily or dirty.

Do not allow any foreign material to enter the machine while in operation.
Do not put your fingers into the machine while in operation, otherwise an injury will result.

Use only the AC adpater supplied with this machine otherwise it may result in a fire or electric shock.

Do not install this machine in an unstable location otherwise it may fall causing damage or injury.

When moving the machine, always disconnect the AC adapter from the wall outlet or it may result in damage to 
the cord, or cause a fire or electric shock.
Turn off the machine and unplug the AC adapter from the wall outlet during closing hours or if the machine will 
be unused for any extended period of time.

Do not operate this machine in overly humid or dusty conditions. 
Keep the plug socket clean at all times otherwise it may cause a fire or electric shock.

Do not operate the machine with tension on the AC adapter cord. 
Keep the cord loose and untangled.

Always operate the machine with the upper cover in place, otherwise it may result in injury.

CAUTION

When moving the machine, be sure to hold it with both hands and be careful not to drop it.
Dropping the machine at your feet may cause injury.

Properly adjust the amount of screws replenished from the machine to the automatic screw feeder.
If the replenishment is excessive, the automatic screw feeder may stop. Refer to 5-4 for adjustment. 
Adjustment of screw sensor and 5-5. Adjustment of belt operation time.

When using this machine, do not remove the main unit from the automatic screw feeder in the automatic 
supply state. The belt operates and the screws fall.
Before removing the main unit, be sure to turn off the power or set the automatic / manual switch to manual (off).
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4. NAMES OF MACHINE PARTS

Screw hopper

Power switch

Auto/manual
changeover switch

Manual switch

LED to show screw 
remnant Automatic 
Screw Feeder

Screw sensor adjuster

Belt running time adjuster

Height adjusting plate

Base cover

Screw sensor

Feeder holder

Window

Lid

DC jack
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《Parts inside cover》

Be careful not to be caught your 
fingars or hands in belt.It can cause 
injury.

Screw to fix pate
adjusting plate

Screw gate adjusting 
plate Belt coneyor

WARNING
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5. HOW TO USE AND ADJUST

Nejikura can be used with Automatic Screw Feeder, model NJ and NS.  Adjust Automatic Screw Feeder according 
to the screw to be used before hand. For the adjustment of Automatic Screw Feeder, read the respective instruction 
manual. 

5-1. Mounting Nejikura on Automatic Screw Feeder
Loosen four screws fastening the feeder holder and mount  Nejikura on Automatic Screw Feeder.  When you 
mount it, align two ribs (thick lines shown in the following illustration) with top of Automatic Screw Feeder 
where the cover of Automatic Screw Feeder fits.  Press the Automatic Screw Feeder  holder of Nejikura 
against the side cover of Automatic Screw Feeder and tighten four screws.

Feeder holder mount screw
（4 peaces）

Align two ribs (thick lines)
w i th t op o f Au tomat i c 
Screw Feeder where 
its cover fits.

【EX. Mounting NEJIKURA on NSR】　《Mounting  T-510S ／　T-510J》

Feeder holder

Side cover

NSR
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《Mounting T-510F》

FM-36

T-510F

Fixed screw

Hopper table

・ Fix the setting stand to the side of FM-36 with three attached screws.
・ Loosen the fixed screw of the feeder holder, and establish the NEJIKURA on FM-36.
・ Let thr Hopper table and the height adjusting plate adhere by adjusting the height adjusting plate.
・ Fix Automatic Screw Feeder with a feeder holder.

Height adjusting plate

Feeder holder
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5-2. Height adjustment
Loosen two screws fastening the height adjusting plate to the chassis.  Adjust the height adjusting plate
 so that it touches ground and tighten two screws (If the height adjusting plate can not touch ground, 
the adjustment is not necessary.) 

5-3. Connection of AC adapter
Insert the plug of supplied AC power adapter to the DC input jack and plug other end to a wall outlet.

Loosen two screws and move
plate up and down to adjust
height.

DC jack
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5-4. Adjusting screw sensor
To operate the unit, an adequate amount of screws should be supplied on the scooper of Automatic Screw Feeder.  
In order to supply the screws to the scooper, adjust the screw sensor according to the following instructions:

1) Identify that the scooper of Automatic Screw Feeder is empty and turn on power source switch of Automatic 
Screw Feeder.
2) Turn the screw sensor adjuster, illustrated below, slowly from MIN to  MAX direction and stop turning 
     at the point where LED starts to blink.
3) Then, turn on the Auto/Manual Changeover Switch (built-in lamp turns on.)
4) Identify that LED starts to blink as the scooper of Automatic Screw Feeder moves up and down.   
    The adjustment  will be completed if the belt conveyor starts to run after LED blinked three times.

Auto/manual
changeover switch

LED to show screw remnant 
Automatic Screw Feeder

Screw sensor adjuster　 
      CW : MIN
    CCW : MAX
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5-5. Adjusting belt running time
The belt  conveyor carries the screws and drops them on the scooper of Automatic Screw Feeder.  However, if the 
belt runs too often, or the screws overflow even on the rail of Automatic Screw Feeder, adjust the belt running time.  
Turn the belt running time adjuster to maintain an appropriate belt running time.  Turn the adjuster to MIN direction 
for the short time running and to MAX for long.
To avoid the overflow of screws in Automatic Screw Feeder, set the belt running time short. 
To identify the belt running time, turn off the Auto/Manual Changeover Switch (built-in lamp turns off), and press the 
manual switch.

Auto/manual
changeover switch

Manual switch

Belt running time adjuster
　 CW : MIN
 CCW : MAX
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5-6. Checking screw amount in hopper.
Nejikura is equipped with the signal cable and sensor to check and tell the amount of screws in the hopper.  
If you want to install an additional screw hopper on Automatic Screw Feeder, follow the installation procedures 
stated below. 

1) Remove the base cover (unscrew four places.)
2) Connect the supplied external signal cable to the external output connector 
    and pull it out through the grommet.
3) Return the base cover.
4) Connect lamp and buzzer to the signal cable.

VCC

Q3

1S1588

D8

510

R12

510

R16

1S1588

D9

B2B-EH

CN5

GND GND

Grommet

Sensor optical axis

Board cover

Board

External output

２　:Red  (+)

When the quantity
 of the screw  lowers
 than a sensor
 optical axis, from
 the external output
 , a signal is output.

Opening for sensor

2
1

1　:Brack(-)

5 Ｖ
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5-7. Adujstment of the screw rate adjusting plate
･Close the screw gate with the screw gate adjusting plate (see page 7) and fill the hopper with the screws.
･Open the screw gate adjusting plate.  Adjust it according to the screw size (narrow for the short sized
  screws and wide for the long sized.)

5-8. Power
･Turn on the power source switch of the unit and change the Auto/Manual Changeover Switch to Auto 
  position.   (LED of the  Auto/Manual Changeover Switch turns on.)
･Turn on power source switch of Automatic Screw Feeder.

5-9. Installation of the additional hopper 
･Install the additional hopper to Automatic Screw Feeder according to the following illustration.

Additional hopper

Fix four places with 
supplied screws

Installed additional hopper
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・Insufficient opening of screw 
  adjustment plate.

・Oil has adhered to the belt.

・Open the screw adjustment plate as long as
  the screw length you want to use.

・Clean the belt with alcohol etc.

6. TROUBLESHOOTING

SYMPTOM　　 CAUSE  CORRECTIVE ACTION

The unit does not work
despite power switch is turned 
on.

・Power is not supplied.

・The AC adapter has failed.

・Please confirm that AC100-240V is supplied 
to the outlet and if AC power adapter is properly 
connected.
・ Contact your dealer.

Before you conduct the corrective action, be sure to turn off power source switch.

Please check the following items, if problems occurred during operation.
If the problem is still not resolved, please consult your dealer.

Screw does not come out.
The belt does not rotate even 
if the manual switch is pressed 
in the manual mode.

CAUTION

The switch lamp does not light 
even when the power switch is 
turned on.

・There is enough screw in the au-
tomatic screw feeder.

・In the automatic mode, check if the automatic 
screw feeder operates when the number of 
screws decreases.
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SYMPTOM　　 CAUSE  CORRECTIVE ACTION

A green lamp blinks while in 
use by automatic mode. 

・There are no screws in the 
  Nejikura hopper.
・A screw is caught on the way.

・Automatic screw feeder not 
working.

・Fill Nejikura with screws.

・Check that the screws are not caught on the 
  gap adjustment plate.
・If the sensor does not change even if the belt 
rotates three times, the operation stops once to 
prevent overfilling. When the automatic screw 
feeder operates and the sensor changes, it 
resumes operation.

The machine does not supply 
screws even if the number of 
screws in the automatic screw 
feeder is low.

・Auto switch is off (LED lamp is 
  off)
・The screw detection sensor is 
  dirty.
・The screw detection sensor 
  adjustment is incorrect.

・Turn on the Auto switch (LED lamp lights).

・Clean the sensor.

・Make the adjustment referring to 5-4.

The supply does not stop even 
though there is an appropriate 
amount of screws in the auto-
matic screw feeder.

・The screw detection sensor is 
  dirty.
・The screw detection sensor 
  adjustment is incorrect.

・Clean the sensor.

・Make the adjustment referring to 5-4.

The motor is rotating, but the 
belt is not rotating.

・The drive belt is damaged. ・ Contact your dealer.
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7. SPECIFICATIONS

Note)
● Within the specified range of screw dimensions, 

instances may occur where unique shape or type 
of screws which cannot be compatible with the 
automatic screw hopper. Please adjust the amount of 
screws stored in the hopper, so the supply of screws 
can be more efficient.

● There may be additional changes or modifications to 
the machine, which are not included in this operation 
manual.

Input：AC１００～２４０V　５０/６０Hz

Output：DC１５V　１A

Dimensions
130（W）×171（D）×245（H）　（mm）
With additional hopper:　295(H）

Weight Approx. ３.１Kg

Following 
accessories

Operation Manual  1 copy
AC Adapter  1 unit
Additional hopper (with lid)   1 unit
Stocker mounting screw (M2.6×5) 　4 piece
Allen wrench　1 piece
Adjustment screw driver  1 pc
External signal output cable　1 piece
Ground wire 1unit
【Below, only for T-510F】
Stand  1 unit
Screws to fix the stand (M2.6×5mm)　3 pieces

Installation location Level stable place

Installation and
storage condition

Temperature 0～40℃
Humidity 10 to 85% (without condensation)

Compatible 
screw size

Ｍ１．０～Ｍ６．０

Compatible
screw lengths

Up to 25 mm

Screw sensor Photometric sensor

Screw capacity Original unit : 400cc / With additional stocker : 800cc

Possible number
of screw stored

(800cc)

M2.3×5 / About 20,000 screws
M3.0×6 / About 5,600 screws

Power
AC adapter

（Switching type）

Nejikura Type Corresponding Automatic Screw Feeder

SR-80 NSB/NSR/NSBI/NSRI　Series

NJ-80 NJ/NJR　Series

NJ-80F FM-36/FME-36　Series
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8. EXTERNAL DIMENSION
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T-510J
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T-510F

Feeder holder

Feeder holder

Hopper tableHopper table

Additional hopper
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9. WARRANTY

For users within Japan, the effective term of warranty is 6 months after delivery.
Such warranty will not be applicable to purchases or users outside of Japan.
If any troubles should occur, please contact your dealer.
After the warranty period, repair services will be provided.
In the following cases, the customer shall be responsible for parts and labor regardless of the terms of
warranty:　　　

          ① Failure due to improper handling.
　　　 ② Failure due to product modification or improper processing.
　　　 ③ Failure due to causes beyond control (for example earthquake or fire).
　　　 ④ Failure attributable to any cause other than this product.
　　　 ⑤ Consumables (Driving belt, Driving motor) and replaceable parts and replacement 
                   work expenses.

The repair parts shall be available within 5 years after purchase.
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「Quicher」 「OHTAKE」 「OHTAKE ・ ROOT KOGYO」 are trademarks or/and registered trademarks of OHTAKE ・ ROOT KOGYO CO.LTD.]
「Quicher( クイッチャー）」 「OHTAKE」 「OHTAKE ・ ROOT KOGYO」 は、 株式会社 大武 ・ ルート工業の商標又は登録商標です。

The specifications and/or design may be altered, without notice, whenever there are changes or improvements. 
改良のため、 予告なくデザイン、 性能、 仕様等を変更することがあります。

Photocopying, reproduction or publication, in whole or in part, of this manual, without permission, is strictly prohibited by copyright law.
この取扱説明書の一部または全部の無断転載、 複製を禁じます。
© Copyright OHTAKE ・ ROOT KOGYO CO.,LTD.

岩手県一関市萩荘字金ヶ崎27  〒021-0902
Tel  0191-24-3144
Fax 0191-24-3145

27 Kangasaki Hagisyou Ichinoseki
Iwate, 021-0902 JAPAN
Tel  +81-191-24-3144
Fax +81-191-24-3145

http://www.ohtake-root.co.jp

(as of November, 2014)
(2014 年 11 月現在 )

27 Kanegasaki Hagisho Ichinoseki
Iwate, 021-0902 JAPAN
Tel  +81-191-24-3144
Fax +81-191-24-3145

岩手県一関市萩荘字金ヶ崎 27 〒 021-0902
Tel  +81-191-24-3144
Fax +81-191-24-3145

(as of July. 2016)
(2016 年 7 月現在 )

Please note that on disposal, this product may be safely recycled in accordance with the relevant national legislation relating to 
electrical/ electronic products. If in doubt please contact your retailer for guidance.

(as of Apr. 2020)
(2020 年 4 月現在 )


